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Section 3. Ground stability

The following pages contain maps that will help you assess whether infiltration may
impact the stability of the ground. They consider hazards associated with:

o soluble rocks

e landslides

* shallow mining

s running sands

+ swelling clays

¢ compressible ground, and

s collapsible ground

In the following maps, geohazards that are identified in green are unlikely to prevent
infiltration SuDS from being installed, but they should be considered during design.
For more information read ‘Explanation of terms’ at the end of this report.

Soluble rocks

-fr;Ca’be??"e Increased infiltration is unlikely to result in subsidence.

Increased infiltration is unlikely to cause localised
subsidence, but potential impacts should be
considered.

= Broadmoor

. Increased infiltration may result in localised
subsidence. The potential for or the consequences of
subsidence associated with soluble rocks should be
considered.

Contains OS data © Crown Copyright and Very significant possibility of localised subsidence that
database right 2025 s, : 5
could be initiated or made worse by infiltration.
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Landslides

_{Carbrooke

=i Broadmooi

Increased infiltration is unlikely to lead to slope
instability.

Slope instability problems may be present or
anticipated, but increased infiltration is unlikely to cause
instability

Slope instability problems are probably present or have
occurred in the past, and increased infiltration may
result in slope instability.

Contains OS data © Crown Copyright and
database right 2025

Slope instability problems are almost certainly present
and may be active. An increase in moisture content as
a result of infiltration may cause the slope to fail.

Shallow mining

.{Carbrooke

oL [ .\ ¢
— Broadmoor

Increased infiltration is unlikely to lead to subsidence.

Shallow mining is possibly present. Increased
infiltration is unlikely to cause a geohazard, but
potential impacts should be considered.

Shallow mining could be present with a significant
possibility that localised subsidence could be initiated
or made worse by increased infiltration.

Contains OS data © Crown Copyright and
database right 2025

Shallow mining is likely to be present, with a very
significant possibility that localised subsidence may be
initiated or made worse by increased infiltration.

Running sand

{Carbrooke

PR |
- i o
) Broadmoor

Increased infiltration is unlikely to cause ground
collapse associated with running sands.

Running sand is possibly present. Increased infiltration
is unlikely to cause a geohazard, but potential impacts
should be considered.

Contains OS data © Crown Copyright and
database right 2025

Significant possibility for running sand problems.
Increased infiltration may result in a geohazard.

Date: 27 June 2025
© UKRI, 2025. All rights reserved.
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Swelling clays

{Carbrooke

Contains OS data © Crown Copyright and
database right 2025

Increased infiltration is unlikely to cause shrink-swell
ground movement.

Ground is susceptible to shrink-swell ground
movement. Increased infiltration is unlikely to cause a
geohazard, but potential impacts should be considered.

Ground is susceptible to shrink-swell ground
movement. Increased infiltration may result in a
geohazard.

Compressible ground

1 :',‘Carbrqoke

|t
Broadmoor

Increased infiltration is unlikely to lead to ground
compression.

Contains OS data © Crown Copyright and
database right 2025

Compressibility and uneven settlement hazards are
probably present. Increased infiltration may result in a
geohazard.

Collapsible ground

{Carbrooke

Broadmoof

Increased infiltration is unlikely to result in subsidence.

Deposits with potential to collapse when loaded and
saturated are possibly present in places. Increased
infiltration is unlikely to cause a geohazard, but
potential impacts should be considered.

Contains OS data © Crown Copyright and
database right 2025

Deposits with potential to collapse when loaded and
saturated are probably present in places. Increased
infiltration may result in a geohazard.

Date: 27 June 2025
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Section 4. Groundwater quality protection

The following pages contain maps showing some of the information required to
ensure the protection of groundwater quality. Data presented includes:

* groundwater source protection zones (Environment Agency data)

+ predominant flow mechanism

+ made ground
For more information read ‘Explanation of terms’ at the end of this report.

Groundwater source protection zones

iCarbrooke Groundwater is not within a source protection zone.

F el Source protection zone IV
roadmoot

Source protection zone I

Source protection zone |l

Source protection zone |

Contains OS data © Crown Copyright and
database right 2025

Derived in part from Source Protection
Zone data provided under licence from the
Environment Agency @ Environment
Agency 2025.

Predominant flow mechanism

ICarbrooke Water is likely to percolate through the unsaturated
zone to the groundwater through either the pore space
in granular media or through porespace and fractures;
these processes have some potential for contaminant
removal and breakdown.

Water is likely to percolate through the unsaturated
zone to the groundwater through fractures, a process
which has little potential for contaminant removal and

breakdown.
Contains OS data © Crown Copyright and
database right 2025
Date: 27 June 2025 Page: 14 of 25
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Made ground

| Made ground is present at the surface. Infiltration may
increase the possibility of remobilising pollutants.

Contains OS data © Crown Copyright and
database right 2025
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Section 5. Geological Maps

The following maps show the artificial, superficial and bedrock geology within the

area of interest.

Artificial deposits

«Carbrooke

*5

Broadmoof

Superficial deposits
‘Carbrooke

. L,
RTDU-XSV

LOFT-XSV.

o, i
LORT=XSV
i

LOFT-DMTN

LOFT-XSM

e

Bedrock

:{ICarbrqoke

Broadmoor

LCCK-CHLK

Contains OS data @ Crown Copyright and
database right 2025

Fault

Contains OS data © Crown Copyright and
database right 2025

Coal, ironstone or mineral vein

Contains OS data © Crown Copyright and
database right 2025

Note: Faults and Coals, ironstone & mineral veins are shown for illustration and to aid
interpretation of the map. Not all such features are shown and their absence on the map face
does not necessarily mean that none are present

Key to Artificial deposits:

No deposits recorded by BGS in the search area

Key to Supetficial deposits:

Computer
Map colour P Rock name Rock type
Code
[j] LOFT-XSV LOWESTOFT FORMATICON SAND AND GRAVEL
|:| LOFT-DMTN LOWESTOFT FORMATICON DIAMICTON
RIVER TERRACE DEPOSITS
[] RTDU-XSV (B FERETUFIET SAND AND GRAVEL

Date: 27 June 2025
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Key to Bedrock geology:
Computer
Map colour Codep Rock name Rock type
LEWES NODULAR CHALK
FORMATION, SEAFORD CHALK
|:| LCCK-CHLK FORMATION, NEWHAVEN CHALK CHALK

FORMATION AND CULVER CHALK
FORMATION (UNDIFFERENTIATED)

Date: 27 June 2025
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Limitations of this report:

+ This report is concerned with the potential for infiltration-to-the-ground to be used
as a SuDS technique at the site described. It only considers the subsurface
beneath the search area and does NOT consider potential surface or subsurface
impacts outside of that area.

+« This report is NOT an alternative for an on-site investigation or scakaway test,
which might reach a different conclusion.

s This report must NOT be used to justify disposal of foul waste or grey water.

+ This report is based on and limited to an interpretation of the records held by the
British Geological Survey (BGS) at the time the search is performed. The
datasets used (with the exception of that showing depth to water table) are based
on 1:50 000 digital geological maps and not site-specific data.

+« Other more specific and detailed ground instability information for the site may be
held by BGS, and an assessment of this could result in a modified assessment.

» To interpret the maps correctly, the report must be viewed and printed in colour.

+ The search does NOT consider the suitability of sites with regard to:

previous land use,

potential for, or presence of contaminated land

presence of perched water tables

shallow mining hazards relating to coal mining. Searches of coal mining

should be carried out via The Coal Authority Mine Reports Service:

www.coalminingreports.co.uk.

made ground, where not recorded

proximity to landfill sites (searches for landfill sites or contaminated land

should be carried out through consultation with local

authorities/Environment Agency)
o zones around private water supply boreholes that are susceptible to
groundwater contamination.

+ This report is supplied in accordance with the GeoReports Terms & Conditions
available separately, and the copyright restrictions described at the end of this

O ¢ o ©

report
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© UKRI, 2025. All rights reserved. BGS Report No:

BGS _343402/61258



@ British

Geo Repo rts @ gmlg?icm

=

Explanation of terms

Depth to groundwater

In the shallow subsurface, the ground is commonly unsaturated with respect to water.
Air fills the spaces within the soil and the underlying superficial deposits and bedrock.
At some depth below the ground surface, there is a level below which these spaces
are full of water. This level is known as the groundwater level, and the water below it
is termed the groundwater. When water is infiltrated, the groundwater level may rise
temporarily. To ensure that there is space in the unsaturated zone to accommodate
this, there should be a minimum thickness of 1 m between the base of the infiltration
system and the water table. An estimate of the depth fo groundwater is therefore
useful in determining whether the ground is suitable for infiltration.

Groundwater level
... after a storm
— Groundwater level
during dry weather

Unsaturated
zone

Saturated
zone

4
4
=

D Y)

4

Air-filled pore space

provides storage capacity Pore space filled

with water

Groundwater flooding

Groundwater flooding occurs when a rise in groundwater level results in very shallow
groundwater or the emergence of groundwater at the surface. If infiltration systems
are installed in areas that are susceptible to groundwater flooding, it is possible that
the system could become inundated. The susceptibility map seeks to identify areas
where the geological conditions and water tables indicate that groundwater level rise
could occur under certain circumstances. A high susceptibility to groundwater
flooding classification does not mean that groundwater flooding has ever occurred in
the past, or will do so in the future as the susceptibility maps do not contain
information on how often flooding may occur. The susceptibility maps are desighed
for planning; identifying areas where groundwater flooding might be an issue that
needs to be taken into account.

Date: 27 June 2025 Page: 19 of 25
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Geological indicators of flooding

In floodplain deposits, groundwater level can be influenced by the water level in the
adjacent river. Groundwater level may increase during periods of fluvial flood and
therefore this should be taken into account when designing infiltration systems on such
deposits. The geological indicators of fiooding dataset shows where there is geological
evidence (floodplain deposits) that flooding has occurred in the past.

For further information on flood-risk, the likely frequency of its recurrence in relation to
any proposed development of the site, and the status of any flood prevention measures
in place, you are advised to contact the local office of the Environment Agency (England
and Wales) at www.environment-agency.gov.uk/ or the Scottish Environment Protection
Agency (Scotland) at www.sepa.org.uk.

Artificial ground

Artificial ground comprises deposits and excavations that have been created or
modified by human activity. It includes ground that is worked (quarries and road
cuttings), infilled (back-filled quarries), landscaped (surface re-shaping), disturbed
(near surface mineral workings) or classified as made ground (embankments and
spoil heaps). The composition and properties of artificial ground are often unknown.
In particular, the permeability and chemical composition of the artificial ground should
be determined to ensure that the ground will drain and that any contaminants present
will not be remobilised.

Superficial permeability

Superficial deposits are those geological deposits that were formed during the most
recent period of geological time (as old as 2.6 million years before present). They
generally comprise relatively thin deposits of gravel, sand, silt and clay and are
present beneath the pedological soil in patches or larger spreads over much of
Britain. The ease with which water can percolate through these deposits is controlled
by their permeability and varies widely depending on their composition. Those
deposits comprising clays and silts are less permeable and thus infiltration is likely to
be slow, such that water may pool on the surface. In comparison, deposits
comprising sands and gravels are more permeable allowing water to percolate freely.

Bedrock permeability

Bedrock forms the main mass of rock forming the Earth. It is present everywhere,
commonly beneath superficial deposits. Where the superficial deposits are thin or
absent, the ease with which water will percolate into the ground depends on the
permeability of the bedrock.

Date: 27 June 2025 Page: 20 of 25
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Natural ground instability

Natural ground instability refers to the propensity for upward, lateral or downward
movement of the ground that can be caused by a number of natural geological hazards
(e.g. ground dissolution/compressible ground). Some movements associated with
particular hazards may be gradual and of millimetre or centimetre scale, whilst others
may be sudden and of metre or tens of metres scale. Significant natural ground
instability has the potential to cause damage to buildings and structures, especially
when the drainage characteristics of a site are altered. It should be noted, however, that
many buildings, particularly more modern ones, are built to such a standard that they
can remain unaffected in areas of significant ground movement.

Shrink-swell

A shrinking and swelling clay changes volume significantly according to how much
water it contains. All clay deposits change volume as their water content varies,
typically swelling in winter and shrinking in summer, but some do so to a greater
extent than others. Contributory circumstances could include drought, leaking service
pipes, tree roots drying-out the ground or changes to local drainage patterns, such as
the creation of soakaways. Shrinkage may remove support from the foundations of
buildings and structures, whereas clay expansion may lead to uplift (heave) or lateral
stress on part or all of a structure; any such movements may cause cracking and
distortion.

Landslides (slope stability)
A landslide is a relatively rapid outward and downward movement of a mass of

ground on a slope, due to the force of gravity. A slope is under stress from gravity but
will not move if its strength is greater than this stress. If the balance is altered so that
the stress exceeds the strength, then movement will occur. The stability of a slope
can be reduced by removing ground at the base of the slope, by placing material on
the slope, especially at the top, or by increasing the water content of the materials
forming the slope. Increase in subsurface water content beneath a soakaway could
increase susceptibility to landslide hazards. The assessment of landslide hazard
refers to the stability of the present land surface. It does not encompass a
consideration of the stability of excavations.

Soluble rocks (dissolution)

Some rocks are soluble in water and can be progressively removed by the flow of
water through the ground. This process tends to create cavities, potentially leading to
the collapse of overlying materials and possibly subsidence at the surface. The
release of water into the subsurface from infiltration systems may increase the
dissolution of rock or destabilise material above or within a cavity. Dissolution cavities
may create a pathway for rapid transport of contaminated water to an aquifer or
water course.

Date: 27 June 2025 Page: 21 of 25
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Compressible ground
Many ground materials contain water-filled pores (the spaces between solid

particles). Ground is compressible if a building (or other load) can cause the water in
the pore space to be squeezed out, causing the ground to decrease in thickness. If
ground is extremely compressible the building may sink. If the ground is not uniformly
compressible, different parts of the building may sink by different amounts, possibly
causing tilting, cracking or distortion. The compressibility of the ground may alter as a
result of changes in subsurface water content caused by the release of water from
soakaways.

Collapsible deposits

Collapsible ground comprises certain fine-grained materials with large pore spaces
(the spaces between solid particles). It can collapse when it becomes saturated by
water and/or a building (or other structure) places too great a load on it. If the
material below a building collapses it may cause the building to sink. If the collapsible
ground is variable in thickness or distribution, different parts of the building may sink
by different amounts, possibly causing tilting, cracking or distortion. The subsurface
underlying a soakaway will experience an increase in water content that may affect
the stability of the ground. This hazard is most likely to be encountered only in parts
of southern England.

Running sand

Running sand conditions occur when loosely-packed sand, saturated with water,
flows into an excavation, borehole or other type of void. The pressure of the water
filling the spaces between the sand grains reduces the contact between the grains
and they are carried along by the flow. This can lead to subsidence of the
surrounding ground. Running sand is potentially hazardous during the drainage
system installation. During installation, excavation of the ground may create a space
into which sand can flow, potentially causing subsidence of surrounding ground.

Shallow mining hazards (hon coal)

Current or past underground mining for coal or for other commaodities can give rise to
cavities at shallow or intermediate depths, which may cause fracturing, general
settlement, or the formation of crown-holes in the ground above. Spoil from mineral
workings may also present a pollution hazard. The release of water into the
subsurface from soakaways may destabilise material above or within a cavity.
Cavities arising as a consequence of mining may also create a pathway for rapid
transport of contaminated water to an aquifer or watercourse. The mining hazards
map is derived from the geological map and considers the potential for subsidence
associated with mining on the basis of geology type. Therefore if mining is known to
occur within a certain rock, the map will highlight the potential for a hazard within the
area covered by that geology.
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For more information regarding underground and opencast coal mining, the location of
mine entries (shafts and adits) and matters relating to subsidence or other ground
movement induced by coal mining please contact the Coal Authority, Mining Reports,
200 Lichfield Lane, Mansfield, Nottinghamshire, NG18 4RG; telephone 0845 762 6848
or at www.coal.gov.uk. For more information regarding other types of mining (i.e. non-
coal), please contact the British Geological Survey.

Groundwater source protection zones

In England and Wales, the Environment Agency has defined areas around wells,
boreholes and springs that are used for the abstraction of public drinking water as
source protection zones. In conjunction with Groundwater Protection Policy the zones
are used to restrict activities that may impact groundwater quality, thereby preventing
pollution of underlying aquifers, such that drinking water quality is upheld. The
Environment Agency can provide advice on the location and implications of source
protection zones in your area (www.environment-agency.qov.uk/)
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Contact Details

Keyworth Office

British Geological Survey
Environmental Science Centre
Nicker Hill

Keyworth

Nottingham

NG12 5GG

Tel: 0115 9363100

Email: enquiries@bgs.ac.uk

Edinburgh Office

British Geological Survey
Lyell Centre

Research Avenue South
Edinburgh

EH14 4AP

Tel: 0131 6671000
Email: enquiry@bgs.ac.uk
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Terms and Conditions

General Terms & Conditions

This Report is supplied in accordance with the GeoReports Terms & Conditions available on the BGS website at
https:/fshop.bgs.ac.uk/georeports and also available from the BGS Enquiry Service at the above address.

Important notes about this Report

. The data, information and related records supplied in this Report by BGS can only be indicative and should not
be taken as a substitute for specialist interpretations, professional advice and/or detailed site investigations. You
must seek professional advice before making technical interpretations on the basis of the materials provided.

. Geological observations and interpretations are made according to the prevailing understanding of the subject at
the time. The quality of such observations and interpretations may be affected by the availability of new data, by
subsequent advances in knowledge, improved methods of interpretation, and better access to sampling locations.

. Raw data may have been transcribed from analogue to digital format, or may have been acquired by means of
automated measuring techniques. Although such processes are subjected to quality control to ensure reliability
where possible, some raw data may have been processed without human intervention and may in consequence
contain undetected errors.

. Detail, which is clearly defined and accurately depicted on large-scale maps, may be lost when small-scale maps
are derived from them.

. Although samples and records are maintained with all reasonable care, there may be some deterioration in the
long term.

. The most appropriate techniques for copying original records are used, but there may be some loss of detail and
dimensional distortion when such records are copied.

. Data may be compiled from the disparate sources of information at BGS's disposal, including material donated to
BGS by third parties, and may not originally have been subject to any verification or other quality control process.

. Data, information and related records, which have been donated to BGS, have been produced for a specific
purpose, and that may affect the type and completeness of the data recorded and any interpretation. The nature
and purpose of data collection, and the age of the resultant material may render it unsuitable for certain
applications/uses. You must verify the suitability of the material for your intended usage.

. If a report or other output is produced for you on the basis of data you have provided to BGS, or your own data
input into a BGS system, please do not rely on it as a source of information about other areas or geological
features, as the report may omit important details.

e The topography shown on any map extracts is based on the latest ©S mapping and is not necessarily the same
as that used in the original compilation of the BGS geological map, and to which the geological linework available
at that time was fitted.

. Note that for some sites, the latest available records may be historical in nature, and while every effort is made to
place the analysis in a modern geological context, it is possible in some cases that the detailed geology at a site
may differ from that described.

Copyright:

Copyright in materials derived from the British Geological Survey's work, is owned by UK Research and Innovation
(UKRI) and/ or the authority that commissioned the work. You may not copy or adapt this publication, or provide it to a
third party, without first obtaining UKRI’'s permission, but if you are a consultant purchasing this report solely for the
purpose of providing advice to your own individual client you may incorporate it unaltered into your report to that client
without further permission, provided you give a full acknowledgement of the source. Please contact the BGS Copyright
Manager, British Geological Survey, Environmental Science Centre, Nicker Hill, Keyworth, Nottingham NG12 5GG.
Telephone: 0115 936 3100.

© UKRI 2025 All rights reserved.

This preduct includes mapping data licensed from the Ordnance Survey® with the permission of the Controller
of Her Majesty’s Stationery Office. © Crown Copyright 2025. All rights reserved. Licence number
AC0000824781 EUL

g%@;l% Ordnance

N W Survey

Report issued by
BGS Enquiry Service
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Appendix D

Environment Agency Flood Map for Planning





https://www.nationalarchives.gov.uk/doc/open-government-licence/version/3
https://www.nationalarchives.gov.uk/doc/open-government-licence/version/3
https://flood-map-for-planning.service.gov.uk/os-terms
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Appendix E

Anglian Water Records
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