
 

 

Proposed Residential Development 

Land off Bickley Close, Besthorpe, Norfolk 

 

Scoping Report for Transport Assessment 

Introduction 

This Scoping Report has been produced by Savoy Consulting, a specialist transport planning 

consultancy, on behalf of their client Ashberry Strategic Land to inform and agree the basis for 

the preparation of a Transport Assessment (TA) and Travel Plan Framework (TPF) that will be 

produced to accompany a planning application for a residential development of approximately 

100 dwellings on land off Bickley Close, Besthorpe, Norfolk.   

The planning application is due to be submitted in mid-2025. 

Access to the site will be from an extension of Bickley Close.  A location plan showing the land in 

question and plan showing the proposed means of access are attached. 

To understand traffic conditions in the area now and in the future, the transport assessment for 

the Sustainable Urban Extension (SUE) has been examined in detail as has the likely traffic impact 

from the SUE on the local highway network.  

It is understood that the local highway authority does not publish its own residential design guide 

but relies on national advice set out in Manual for Streets 1 and 2.   

Format of Report  

The TA will be prepared in accordance with the government guidelines set out in the Department 

for Transport Guidance on Transport Assessment.  A full review of national and local transport 

policies will be carried out.  

Report Structure 

The TA will consider the location of the development site, the surrounding area and the operation 

of the local highway network.  

It is proposed that up-to-date full classified traffic surveys are carried out at the following 

junctions:   

❖ Bickley Close/Mill Lane 

❖ Mill Lane/B1077 Norwich Road 

❖ Mill Lane/Besthorpe Road 

❖ B1077/Besthorpe Road 

The surveys will be carried out on a Tuesday, Wednesday or Thursday during the month of April 

when there are no school holidays and between the hours of 07:30 and 10:00 and 16:30 and 

18:00.    

The results from the traffic surveys will be used in the junction capacity assessments.   
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The TA will set out the details of the development proposals including the proposed access 

arrangements and parking provision.   

The TA will go on to describe how the proposed development will be accessible to local amenities 

by sustainable means of transport.  

The TA will present the baseline traffic conditions on the local highway network and will supply 

details of the potential trip attraction from the proposed development and the distribution and 

assignment of these trips onto the local highway network based on existing traffic patterns in the 

vicinity of the application site and the assumptions used in the preparation of the TA for the SUE.  

The following trip rates will be used for the purposes of the junction capacity assessment. 

TRICS Trip Rates for Residential Development  

Trip Rate Information (100 Dwellings) 

 

Peak Period 

 

Trip Rates (per dwelling) Traffic Generation (100 dwellings) 

Arrivals Departures Two-Way Arrivals Departures Two-Way 

 

AM Peak 

PM Peak 

 

0.175 

0.338 

 

 

0.402 

0.187 

 

 

0.577 

0.525 

 

 

18 

34 

 

40 

19 

 

56 

53 

 

The use of these trip rates will be cross-referenced from the results of the traffic count at the 

junction of Bickley Close/Mill Lane to see if localised trip rates may be more appropriate. 

 

Based on the work carried out for the SUE the following distribution of trips will be used: 

❖ 35% east 

❖ 28% west 

❖ 15% north 

❖ 22% south 

 The following assessment years will be used: 

❖ 2025 

❖ 2026 

❖ 2031 

The TA will also analyse the personal injury collisions recorded for the most recent five -ear 

period for which data is available on the local highway network covering the junctions listed 

above.  If necessary, the analysis will include the access onto and from the A11 Attleborough 

Bypass.  

An assessment will be carried out of causation factors of any notified collisions and included as 

part of the TA.  

Modelling of the various junctions will be carried out using the computer programs PICADY and 

LinSIG.   

The TA will produce appropriate walking and cycling isochrones for the surrounding area based 

on actual routes to be followed by pedestrians and cyclists. 
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The TA will also identify cycle and pedestrian connections from the site to the local amenities and 

will identify bus stops and frequencies of bus services in the vicinity of the application site. 

Summary 

The technical highway and transportation work undertaken to support the planning application 

will therefore demonstrate: 

❖ How the TPF will set out suitable measures that will be promoted to reduce the need to 

travel by the new residents, especially by single occupancy car and how an effective travel 

plan can influence travel behaviour. 

❖ How the proposed development will permit accessibility by all modes of travel, in 

particular public transport, cycling and walking to local amenities and place of work.   

❖ How the impact of residual trips from the proposed development will be assessed and 

consideration given to how these will be managed. 

❖ What measures can be identified to mitigate the impact of the development on the local 

highway network and how these will promote innovative and sustainable transport 

solutions.  
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